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IV. AMENDMENTS TO THE CLAIMS 

1.-3. (Canceled) 

4. (Currently Amended) A gaming machine comprising: 

a variable display device for variably displaying symbols; 

a transpar e nt li quid crystal d i splay panel d i spos e d i n front of th e variable d i sp l ay 
d e v i c e through which said var i ab l e d i sp l ay devic e i s ab le to b e s ee n; 

a li qu i d crysta l hold e r for holding the p e riph e ry of a disp l ay un i t of the li qu i d 
crysta l d i sp l ay panel on a r e ar sido thoroof; 

a pan e l frame for holding th e p e r i ph e ry of th e d i sp l ay un i t of sa i d li quid crysta l 
d i sp l ay pan e l on a front sid e ther e of; 

a l ight gu i d i ng plat e for gu i ding light em i tted from a light sourc e to the r e ar side of 
sa i d liquid crysta l d i sp l ay pan el ; 

a d i ffusion shoot for diffus i ng th e li ght gu i d e d by th e li ght gu i d i ng plat e to e qua li ze 
th e l i ght wh i ch i ll uminatos said li quid crysta l d i splay panel; 

a base frame attached i n front of tho mach i ne for supporting said l i qu i d crystal 
ho l der, sa i d pane l fram e , s ai d li ght guid i ng p l ate a nd said d i ffus i on she e t such that th e 
front of tho d i splay un i t of said li quid crystal disp l ay panel has an op e n i ng; 

a transpar e nt p l ate disposed i n front of th e baso frame for closing said opening; 

MI IVr 

a r e ar hold e r for hold i ng, said l iqu i d crysta l ho l der, sa i d pan e l fram e , sa i d l ight gu i d i ng 
plat e and said d i ffusion sh ee t support e d by said bas e fram e on sa i d bas e fram e from 
b e h i nd, and for r e flect i ng the li ght e m i tt e d on sa i d l ight gu i d i ng plat e to th e s i d e of said 
li quid crysta l d i sp l ay pan el , th e r e ar ho l d e r having on e or mor e windows a l low i ng th e 
svmbo l s var i ab l y disp l ay e d i n sa i d var i abl e d i sp l ay d e v i c e to b e obs e rv e d ; and 
a front display device disposed in front of the variable display device, 
wherein the front display device includes a liquid crystal display panel through 
which the variable display device is able to be seen: 
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a light guiding plate for guiding light emitted from a light source to the liquid 
crystal display panel which is disposed between the variable display device and the 
liguid crystal display panel: 

a panel frame into which the liguid crystal display panel and the light guiding 
plate are fitted, held and integrated such that the front of a display unit of the liguid 
crystal display panel has an opening, for holding the periphery of the display unit of the 
liguid crystal display panel on a front side thereof: 

a base frame attached in front of the gaming machine for supporting the liguid 
crystal display panel and the light guiding plate integrated by the panel frame such that 
the front of the display unit of the liguid cn/stal display panel has an opening: 

a transparent plate disposed in front of the base frame for covering the opening: 

a machine front panel provided in front of the gaming machine arranged with the 
transparent plate; 

a rear holder for holding, the liguid crystal display panel and the light guiding 
plate integrated by the panel frame and supported by the base frame on the base frame 
from behind, and for reflecting the light emitted on the light guiding plate to the side of 

the liguid crystal display panel the rear holder having one or more opening allowing the 
symbols variably displayed in the variable display device to be observed . 

5. (Previously Presented) The gaming machine according to claim 4, 
wherein said variable display device is one or more rotatable reels each having a reel 
band thereon, on which said symbols are drawn. 

6. (Previously Presented) The gaming machine according to claim 4, 
wherein said gaming machine is a slot machine. 

7. (New) The gaming machine according to claim 4, wherein the 
transparent plate is disposed in contact with the base frame. 
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8. (New) The gaming machine according to claim 4, wherein the front display 
device further comprises a liquid crystal holder disposed between the liquid crystal 
display panel and the light guiding plate, for holding the periphery of the liquid crystal 
display panel. 

9. (New) A gaming machine comprising: 

variable display device for variably displaying symbols; and 
a front display device disposed in front of the variable display device, 
wherein the front display device includes a liquid crystal display panel through 
which the variable display device is able to be seen; 

a light guiding plate for guiding light emitted from a light source to the liquid 
crystal display panel, which is disposed between the variable display device and the 
liquid crystal display panel; 

a rear holder which is disposed between the variable display device and the light 
guiding plate, for reflecting the light emitted on the light guiding plate to the side of the 
liquid crystal display panel, the rear holder having one or more opening allowing the 
symbols variably displayed in the variable display device to be observed; 
an antistatic sheet covering the opening of the rear holder. 

10. (New) The gaming machine according to claim 9, wherein the antistatic 
sheet is adhered to the rear holder with the double-sided tapes. 

1 1 . (New) The gaming machine according to claim 9, wherein the variable 
display device is one or more rotatable reels each having a reel band thereon, on which 
the symbols are drawn. 

12. (New) The gaming machine according to claim 9, wherein said gaming 
machine is a slot machine. 
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